ECI - EEI
INVERTER MIDWALL SPLIT UNIT

INSTALLATION & OPERATION
MANUAL
R410A
Inverter

Foreword

Addition to the user manual:

Contents

Selection of installation positions for indoor unit
Selection of installation positions for outdoor unit
Installation fixture of indoor unit
Installation fixture of outdoor unit
Ordinary pipelines connection & Air purging
Pipelines connection for Split type quick coupler model
Pipelines connection for Whole unit type quick coupler model
Connection of power cable
Finising touches and test running
Is the unit installed correctly
Self diagnosis functions
Installation guide
Wiring diagrams

11
12
13
14
14
16
17
18
18
19
20
2
2

USER'S MANUAL

*Instructions to users*

6SOLW:DOO0RXQWHG$LU&RQGLWLRQHU

3OHDVHUHDGWKH,QVWUXFWLRQ0DQXDOFDUHIXOO\SULRUWRWKHXVHRI\RXUDLUFRQGLWLRQHUVRDVWRHQVXUHSURSHURSHUDWLRQV

Instructions for Installation
* 0DNHVXUHWRKDYHWKHSURIHVVLRQDODIWHUVDOHVHUYLFHSHUVRQVRIRXUFRPSDQ\RUWKHDXWKRUL]HGGHDOHUVWR
LQVWDOOWKHXQLWVEHIRUH\RXXVH
7KHXQLWVDUHQRWWREHLQVWDOOHGDWSODFHVZKHUH
WKHUHPLJKWEHOHDNDJHRIFRPEXVWLEOHJDVHV

0DNHVXUHWKDWWKHHDUWKOHDNDJHFLUFXLWEUHDNHU
LVLQVWDOOHG
6 .

(DUWKOHDNDJH
FLUFXLWEUHDNHU

,QFDVHWKDWWKHOHDNHGJDVDFFXPXODWHVDURXQGWKHXQLWVWKHUH
PLJKWRFFXUWKHDFFLGHQWRIILUHKD]DUGV
$IWHUWKHFRQQHFWLQJRIWKHZLUHVEHWZHHQWKHLQGRRUXQLWDQGWKH
RXWGRRUXQLWFKHFNZKHWKHUWKHFRQQHFWLQJLVORRVHRUQRWE\SXOOLQJ
WKHZLUHZLWKDOLWWOHIRUFH

$EVHQFHRIWKHHDUWKOHDNDJHFLUFXLWEUHDNHUPLJKWOHDGWRHOHFWULF
VKRFNDQGVRPHRWKHUKD]DUGV
0DNHVXUHWKDWWKHDLUFRQGLWLRQHULVSURSHUO\JURXQGHG

7KHJURXQGLQJZLUHRQWKHDLU
FRQGLWLRQHUVKRXOGEHWLJKWO\FRQQHFWHG
WRWKHJURXQGRIWKHSRZHUVRXUFH
,PSURSHUJURXQGLQJPLJKWFDXVH
HOHFWULFVKRFNVRURWKHUKD]DUGV

7KHORRVHFRQQHFWLQJPLJKWUHVXOWLQILUHKD]DUG

Instructions for Operation
1HYHUWU\WRVWRSWKHRSHUDWLRQRI
WKHDLUFRQGLWLRQHUE\SXOOLQJRXWWKH
SRZHUVXSSO\OLQH

'RQRWFRQQHFWWKHSRZHUVXSSO\OLQHWRDQ
LQWHUPHGLDWHFRQQHFWRU8VHRISURORQJHGSRZHU
OLQHLVVWULFWO\IRUELGGHQ1RULVLWDOORZHGWRVKDUH
WKHVDPHSOXJFRQQHFWRUZLWKRWKHUHOHFWULF
DSSOLDQFHV

'RQRWSUHVVVWUHWFKGDPDJHKHDW
RUPRGLI\WKHSRZHUOLQH

:URQJ

6XFKSHUIRUPDQFHPLJKWFDXVHHOHFWULFVKRFNV
RUILUHKD]DUGV

,WPLJKWFDXVHHOHFWULFVKRFNVRYHUKHDWLQJ
ILUHKD]DUGVRURWKHUDFFLGHQWV

'RQRWRSHUDWHWKHVZLWFKE\ZHW
KDQGV

%HIRUHWKHFRQQHFWRULVSOXJJHG
LQSOHDVHPDNHVXUHWKDWWKHUHLV
QRGXVWRQLWDQGWKDWLWLVSOXJJHG
IXOO\LQSODFH

,WPLJKWFDXVHHOHFWULFVKRFNV

,IWKHUHLVGXVWRQ
WKHSOXJRULIWKH
SOXJLVQRWLQSODFH
LWPLJKWFDXVH
HOHFWULFVKRFNVRU
ILUHKD]DUGV




,WPLJKWFDXVHHOHFWULFVKRFNVRYHUKHDWLQJILUH
KD]DUGVHWF,IWKHSRZHUOLQHZLUHLVGDPDJHGRU
QHHGVWREHUHSODFHGGXHWRVRPHRWKHUUHDVRQV
SOHDVHPDNHVXUHWRKDYHGHDOHURUWKHDXWKRUL]HG
PDLQWHQDQFHSHRSOHWRGRWKHUHSODFHPHQW

1HYHUXVHWKHIXVHZLWKLQFRUUHFW
FDSDFLW\RUDQ\RWKHUPHWDOZLUHV

FRSSHU
ZLUH

7KHXVHRIPHWDORUFRSSHUZLUHVIRUIXVHPLJKW
FDXVHRSHUDWLRQDOIDLOXUHVRUILUHKD]DUGV

USER'S MANUAL

6SOLW:DOO0RXQWHG$LU&RQGLWLRQHU

7U\WRDYRLGWKHVXQOLJKWDQGKRWDLU
IURPHQWHULQJWKHURRP

7U\WRPLQLPL]HWKHJHQHUDWLRQRIKHDW
GXULQJWKHRSHUDWLRQRIFRROLQJ

'RQRWXVHFRPEXVWLQJDSSDUDWXVHV
LQWKHDLUFRQGLWLRQHGURRP

3ODFHWKHKHDWLQJVRXUFHVRXWRIWKHURRP

,WPLJKWOHDGWRWKHLQFRPSOHWHFRPEXVWLRQRIWKHVH
DSSDUDWXVHV

, PVFRUFKHG

'XULQJWKHFRROLQJRSHUDWLRQFXUWDLQVRUZLQGRZ
EOLQGVVKRXOGEHXVHGWRVKDGHRIIWKHVXQOLJKW

'RQRWSODFHLQVHFWLFLGHVRUSDLQWV
DQGRWKHUIODPPDEOHVSUD\VQHDUWKH
DLUFRQGLWLRQHURUVSUD\WKHPGLUHFWO\
DWWKHDLUFRQGLWLRQHU

:KHQLWLVQHFHVVDU\WRXVHWKHDLU
FRQGLWLRQHUDQGWKHFRPEXVWLQJ
DSSDUDWXVHVLQWKHVDPHURRPDLU
YHQWLODWLRQKDVWREHPDGHIURPWLPHWR
WLPH
/DFNRI
R[\JHQ

,WPLJKWFDXVHILUHKD]DUGV

'RQRWLQVHUWVWLFNVRUEDUVLQWRWKHDLU
YHQWV

3ULRUWRWKHPDLQWHQDQFHRIWKHDLU
FRQGLWLRQHUSOHDVHFXWRIIWKHSRZHU
VXSSO\ILUVW1HYHUGRWKHFOHDQLQJRI
WKHXQLWVZKHQWKHIDQLVLQKLJK
VSHHGRSHUDWLRQV

,QVXIILFLHQWYHQWLODWLRQPLJKWOHDGWR
ODFNRIR[\JHQRUVRPHRWKHUGDQJHUV

$GMXVWWKHDLUGLUHFWLRQFRUUHFWO\

'RQRWNHHSH[SRVHGWRWKHFRRODLU
IRUORQJWLPH

'DQJHURXV

$VWKHIDQLVLQKLJKVSHHGRSHUDWLRQWKHLQVHUWLRQ
PLJKWOHDGWRDFFLGHQWV

'RQRWFOHDQWKHDLUFRQGLWLRQHUZLWK
ZDWHU

,WPLJKWFDXVHHOHFWULFVKRFNV

'RQRWVLWRQWKHRXWGRRUXQLWRUSODFH
DQ\RWKHUREMHFWVRQLW

,WPLJKWFDXVHGLVFRPIRUWVRIWKH
3URSHUO\DGMXVWWKHXSGRZQDQGOHIWULJKWGLUHFWLRQV ERG\ZKLFKLVKDUPIXOWR\RXU
RIWKHDLUIORZVRDVWRJHWWKHHYHQURRPWHPSHUDWXUH KHDOWK

'RQRWDWWDFKKDQJRUVWDFNDUWLFOHV
RQWKHDLUFRQGLWLRQHU

&KHFNWKHVXSSRUWLQJVWUXFWXUHVRI
WKHXQLWVFDUHIXOO\

,QFDVHRIGDPDJHVWKHVXSSRUWLQJVWUXFWXUHVVKRXOG
EHLPPHGLDWHO\UHSDLUHGVRDVWRDYRLGIDOOLQJGRZQ
,WPLJKWOHDGWRWKHIDOOLQJGRZQRIWKHDLUFRQGLWLRQHU RIWKHXQLWZKLFKPLJKWFDXVHKXPDQLQMXULHVRU
XQLWZKLFKZLOOUHVXOWLQDFFLGHQWVRULQMXULHV
RWKHUDFFLGHQWV

'RQRWXVHWKHIROORZLQJVXEVWDQFHV

+RWZDWHU RYHU &RU)
7KHXVHRIKRWZDWHUZLOOGHIRUPWKHDLUFRQGLWLRQHU
RUPDNHLWIDGHLQFRORU
*DVROLQHSDLQWGLOXHQWEHQ]HQHDQGSROLVKLQJ
DJHQWVHWF
7KHVHVXEVWDQFHVZLOOGHIRUPWKHDLUFRQGLWLRQHU
RUFDXVHVFUDWFKHV

3XOORXWWKHSOXJZKHQWKHXQLWLVQRW
LQXVHIRUORQJWLPHVRDVWRHQVXUH
VDIHW\



7KHIDOOLQJGRZQRI
WKHXQLWRUWKHREMHFWV
PLJKWFDXVHKXPDQ
LQMXULHVDQGRWKHU
DFFLGHQWV

:KHQWKHSOXJLVWREHSXOOHGRXWPDNHVXUHWKDW
WKHVZLWFKRIWKHDLUFRQGLWLRQHULVWXUQHGRII

Instructions for Removal and Repair
*:KHQUHPRYDORUUHSDLULVQHHGHGSOHDVHFRQWDFWWKHGHDOHURUDXWKRUL]HGPDLQWHQDQFH LQVWDOODWLRQSHRSOH
*,QFDVHRIDQ\DEQRUPDORFFXUUHQFHV VPHOORIEXUQLQJ SOHDVHVWRSWKHRSHUDWLRQDWRQFHFXWRIIWKHSRZHUVXSSO\
DQGFRQWDFWWKHGHDOHURUDXWKRUL]HGPDLQWHQDQFHSHRSOH
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*The name of each part and its function*

6SOLW:DOO0RXQWHG$LU&RQGLWLRQHU

Because there are many models,features and appearance will vary,we only introduce the follow
pattern,Others please refer to using.

Indoor Unit
Operational performance/indications
Air return grid
7DNHVLQWKHLQGRRUDLU

d
Indications of unit

Lelf/right air flow direction
adjusting fin

5XQQLQJLQGLFDWRU

6OHHSLQGLFDWRU

Up/down air flow direction
adjusting flap
Air outlet

5HFHLYHURIUHPRWH
FRQWUROOHUVLJQDO

$LUEORZVRXWIURPKHUH

7LPHULQGLFDWRU

6HWWLQJWHPSHUDWXUHWLPHUWLPH
DQGPDOIXQFWLRQFRGHLQGLFDWRU

Air filter
5HPRYHVGXVWRUGLUWRXWRIWKHLQOHWDLU

Drain tube
'UDLQWKHZDWHUGHKXPLGLILHGRXWRIWKHDLU

Outdoor Unit

Air inlet
DWVLGHV UHDUVXUIDFH

Refrigerant piping
connection, Electric
wiring cord

Air discharge vent

Unit operation section
+RZWRRSHQ

+RZWRFORVH
3XVKGRZQWKHDLULQOHWJULGDQGWKHQSXVKERWKVLGHVRIDLULQOHW
JULGDWWKHERWWRP

Emergency operation key

/LJKWO\SXVKERWKVLGHVRIWKHDLULQOHWJULGDWWKH
ERWWRPDQGSXOOLWWRWKLVVLGHWLOODUHVLVWDQFHLVIHOW

7KLVEXWWRQFDQEHXVHGDVDQHPHUJHQF\PHDVXUHWRWXUQRQRII
XQLWZKHQUHPRWHFRQWUROOHULVQRWDYDLODEOH

*Note: Do not open the grid at an angle over 60 degrees. Do not operate the units with too much force.
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Split Wall-Mounted Air Conditioner

* Operation and indication sections of remote controller*

Attention:
1.The appearances of the following three remote controllers will vary,but the functions of the same button are same, Please
check to refer the instructions for the identical remote controller of your air-conditioner.
2.The remote controller 1, remote controller 2 , remote controller 3, remote controller 4 and remote controller 5 are the general
one used for many types of air-conditioner in our company, we beg your forgiveness that we would not introduce the button or
indicator which is not applicable for units you purchased.
The "LAMP" and "CLEAN" button are applicable for special latest developed new models only instead of normal models.
The "AIR FLOW" button is an optional function button,it just works on those models with three-dimensional air flow function.

Remote Controller 1
FAN SPEED indicator

Temperature indicator

Indicates the seted air rate.

Indicates the set temperature.

OPERATION MODE indicator

SLEEP indicator

indicates selected operation mode

Indicates during sleep operation.

TURBO indicator
TIME indicator
Indicates timer time .

AUTO
COOL

SLEEP
LAMP

DRY

TURBO

HEAT
FAN

OPERATION MODE select button

MODE

This button changes the operation mode:
AUTO,COOL,DRY,HEAT,FAN.

CLEAN
ON
OFF

HOLD

TEMP

This button sets the room temperature.

SWING button
FAN SPEED

SWING

AIR FLOW

TIMER

HOLD

SLEEP

FAN SPEED button

TIMER button

Indicates selected flap mode.

SET TEMPERATURE button

ON/OFF

This button, when pressed starts operation

This button set air rate.

SWING indicator
Key lock indicator

ON/OFF button
and stops when repressed.

Indicates during TURBO operation.

TURBO

LAMP

This button is used to set the switch-on or
switch-off and the timer time.

CLEAN

This button changes the flap mode:natural
flow ,swing or fixed wind.

AIR FLOW button(optional)
This button used for selection of the left/right
air flow direction,whenever pressed the in
flap will swing or fix(It just works on threedimensional air flow model.)

SLEEP button
This button changes to SLEEP operation.

TURBO button
This button changes to TURBO operation
(It does not work in AUTO,DRY,and FAN

HOLD button
Press this button to lock or unlock the
keyboard.

mode.)

NOTE:
* Above figure shows all indications for the purpose of explanation, but practically only the pertinent parts are indicated.When air-conditioner is
cooling-only model, the HEAT is for FAN.
* When TURBO operation is selected,room temperature is not controlled with operation being continually.If you feel the room temperature is too
cool or too heat,please cancel the TURBO operation.




USER'S MANUAL
Split Wall-Mounted Air Conditioner

* Use of remote controller*
OPERATING MACHINE IN SELECTED MODES
Remote Controller of Unit
1. Point the remote controller at the unit,press the ON/OFF button,then press the MODE button,select the needed
mode: ATUO,COOL,DRY,HEAT,or FAN.
2. Press the SET TEMPERATURE button to increase or decrease the readings until the needed temperaure is
 

     !).

#$% '  *+) and unadjustable in AUTO and DYR mode.)
3.;  <=>;??@%'     $JQ$ ' VVXZ[  ' 
VVZ\ ' VVZ< VV' X
#$% '  $ ]% @^_ X
4. Press the >`#=z button to choose the {$ air $ direction you $J $ display indicates

TURBO OPERATION

VVXZ$ VV' XZ| $ ' VVX
#$% '  | $$ '@^_ X




USER'S MANUAL
Split Wall-Mounted Air Conditioner

TURBO OPERATION
Press TURBO button during COOL or HEAT operation,the air rate can be setted in HIGH .Press the TURBO button
again can release the TURBO operation.
Note: during TURBO operation,the air rate cann’t be changed.

ADJUSTING LEFT/RIGHT AIR FLOW DIRECTION
Methods 1:Manually adjust
Adjust the direction by moving directly the left/right air flow direction adjusting
fin by hand.
Caution:when adjust the direction,stop air conditioner.
Methods 2:Horizontal & vertical auto swing(three-dimensional air flow model)
Adjust the direction by remote controller.Press the AIR FLOW button,the air swinging fins will constantly make the left/right
swinging or fixed direction in air delivery.

TIMER OPERATION
Set turning off time
Set the time for the unit to turn off and when it is time,the air conditioner will automatically stop operating.
1. During the operation of the air conditioner, press the TIMER button and the air conditioner will enter the timed
switch-off mode.
2. Continuely press the TIMER button to set the needed time for switching off the machine. The timer can make
the setting in the range from 1-24 hours.Every the button is pressed,indication change is the following sequence:
1 * 2 * ........ * 24 * cancel (no indication)* 1.
3. After the setting of the timed switch-off, the digits shown on the display screen will go down by 1 for every elapsed
hour. The displayed digits indicate the remaining time prior to the timed switch-off.

Set turning on time
Set the time for the unit to turn on and when it is time,the air conditioner will automatically start operating.
1. When the air conditioner is in the standby mode, press the TIMER button and the air conditioner will enter the
timed switch-on mode.
2.Continuely press the TIMER button to set the needed time for switching on the machine. The timer can make
the setting in the range from 1-24 hours.Every the button is pressed,indication change is the following sequence:
1 * 2 * ........ * 24 * cancel (no indication)* 1.
3. After the setting of the timed switch-on, the digits shown on the display screen will go down by 1 for every elapsed
hour. The displayed digits indicate the remaining time prior to the timed switch-on.

Releasing procedure
When the indication on display screen is 24 hour,press the TIMER button again to delete the timed mode.

SLEEP OPERATION
Use this mode to reduce operation sound when sleeping,etc.
Press the SLEEP button,the air flow sound from the indoor unit is decreased.
Press the SLEEP button again can release the mode.
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Split Wall-Mounted Air Conditioner

NOTE:

Use the sleep mode when you are going to bed.If this mode is used in the day,the capacity is reduced since the
ambient temperature is too high.(COOL MODE).
0
0
* During the operation of cooling,the room temperature will be raised gradually by 2 C( 4 F) higher than the setting
after the machine begins to operate in the sleeping mode.
0
0
* During the operation of heating mode,the room temperature will be dropped gradually 5 C ( 9 F) lower than the
setting after the machine begins to operate in the sleeping mode.
*

REPLACEMENT OF BATTERIES
When the signal from the remote controller
becomes weak and the indoor unit can not
receive it properly;or the indications on the
display screen becomes blurred,please slide
the back cover and replace with two new
*

batteries.

slid

et
he

ba

ck

cov

er

Remote Controller of unit.

The positive and negative poles must
match the installation positions.
*

New batteries of the same type have to
be used for replacement.
*

If the remote controller is not to be used
for long time,take out the batteries so as to
prevent the leakage of the electrolyte from
damaging the controller.
*

If when the remote controller is at abnormal
state,you can take out the batteries on the
back cover to clear off the display.

*

Basic principles and performances

* Features of Heating Operations*

* The machines absorb heat from the outdoor air and transfer it indoors so as to heat the room air. The heating
capabilities through this principle of heat pump go up/down with the increase/decrease of the temperatures of the
outdoor air.
* It only needs a fairly short time for such hot air circulation system to raise the room temperature.
* When the outdoor air temperature is very low, the system can be used together with other heating devices. But
good ventilation should be maintained to ensure safety and prevent accidents.

Defrosting
When the outdoor air temperature is very low and humidity is very high, frosting will occur to the heat exchanger of
the outdoor unit, which has negative impacts upon the efficiency of the heating performance. In such case, the
automatic defrosting function will come into play. The heating operation will be stopped for 5-10 minutes to do the
defrosting.

* The fans of both the outdoor and indoor units are stopped.
* During the defrosting, the outdoor unit might generate some steam. It is caused by fast defrosting, which is
not a performance failure.
* Upon the completion of the defrosting process, the heating operation is resumed.




USER'S MANUAL
Split Wall-Mounted Air Conditioner

* Methods of maintenance *
The air conditioner must be turned off and plug pulled out before the maintenance is
to be carried out.
Before the season of operation

During the season of operation
The cleaning of the air filter screen (Standard intervals should be once every two weeks).

Check if there are any blocking materials
in the intake and outlet vents of the indoor
and outdoor units.

Remove the air filter screen from the unit.
Gently press the tow lower ends of
the grid and open it.
* Gently pull up the air filter screen and
take it out in the direction of your body.
*

Check if the installation stand is corroded
or rusty.
Check if the
machine is
properly
grounded.

Clean the air filter screen.
if the screen is very dirty, please use lukewarm water (about
30 C ~) to clean it. Air it dry after the cleaning.

Grounding
terminal

0

Note:
* Do not use boiling water to clean the screen.
* Do not bake the screen dry over a fire.
* Do not exert too much force in pulling and stretching the screen.

Install the air filter screen.

Check if the air filter is clean.
Connect to the power source.

To operate the air conditioner without the air filter screen on will cause the interior of the
machine dirty which might lead to poor performances or damages to the units.

Clean the air conditioner
Put batteries in the remote controller.

* Use a soft and dry cloth to rub the air conditioner,

or use a vacuum cleaner to clean it.
* If the air conditioner is very dirty, use a piece of

cloth and soak it with neutral home-use detergent
to do the cleaning.

After the season of operation
0

Set the temperature at 30 C or 86Fand operate
in the fan status for about half a day.

To make the interior of the units dry

Stop the operation of the machine and turn off
the power switch.
The air conditioner will consume about 5W of electric
power after the machine is turned off. For the purpose
of energy saving and safety, it is advisable to pull the
plug out during the non-operational seasons.

Clean and install the air filter screen.

Note:
If the air filter screen is blocked by dust or dirt, the
performance of cooling and heating will be affected, with
the operation noise and power consumption increased.
Therefore, the air filter screen should be cleaned regularly.

Clean the indoor and outdoor units.

Take the batteries out from the remote controller.
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Split Wall-Mounted Air Conditioner

* Treatment at service call*
Please check the following before requesting after-sale service from your dealer .
The air conditioner does not operate at all .
Is the power plug in
an outlet ?

Is the time set to
"ON" position ?

Is there a power
failure or a blown
fuse ?

Poor cooling or heating performance .
Is the room temperature
setting suitable ?

Are the window (s) and
Are the air filters
clean (Not clogged )? door (s) opened ?

suitable TEMP

Poor cooling performance .
Is direct sunlight
entering the room ?

Is there a heat source Are there too many
in the room ?
people in the room ?

Cases requiring immediate contact with the distributor
Pull out the power plug immediately and inform to your distributor in the following situations:
Fuse or breaker often breaks off

Power plug or code is excessively hot . Covering of power plug or code
is broken .

Fuse often blow off

Fuse offen
breaks off

Malfunction is observed TV , radio
or other devices .

Switch dose not actuate surely

Abnormal noise is heard during
operation

When faulty operation movement is observed when the RUN button is pressed , even after pulling out the power pulg
and restarting the operation after 3 minutes , faulty movement does not disappear .
3Minutes
go by ,
but why
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Split Wall-Mounted Air Conditioner

* We hope you will know the
following when using the unit*
The unit can not be restarted just after shut down .
( RUN lamp is illuminating )

Restart is stopped for 3 minutes after shut down to protect
the unit .
Please wait for
3 minutes .

Not operate

Three-minute protection timer incorporated in the microcomputer actuates
automatically . Except that power is connected , this function does not
actuate .

Air is not blown out at starting of heating operation.

Air blow is stopped to prevent blowing out of cold air
until the indoor heat exchanger is warmed .( 2 to 5 min )
( HOT KEEP)

The unit will not stop blowing out the air immediately after shut
down at COOL operation(some model).

Because the unit is doing mould proofing operation and indoor
fan motor runs at low speed .The louver will not close down until
after 30 seconds.

Air is not blown out for 6 to 12 min , at heating operation .
Air is not blown out at DRY operation .

Mist is blown out at COOL operation .

Odor is sent out .

Noise is heard cracking sound .

When outdoor temperature is low and humidity is high , the unit
sometimes performs defrosting automatically . Please wait . During
defrosting , water or steam are raising from the outdoor unit .
Indoor fan is sometimes stopped to prevent vapor of dehumidified
moisture and save energy .
This phenomenon sometimes occurs when the temperature and
humidity of the room are very high , but it will disappear with the
lowering of the temperature and humidity .
Air blown out during operation may smell . This is the smell
of tobacco or cosmetics sticked to the unit .

This is caused by the refrigerant that is circulating inside the unit.

Noise is heard cracking sound .After a power stoppage or after
disconnecting the power supply plug.

This is caused by heat expansion or contraction of plastics.

Operation can not be restarted even if the power is recovered.

The memory circuit of the microcomputer is cleared. Operate
the remote controller again to restart the operation .
Remote control signals may not be received when signal receiver
on the air conditioner body is exposed to direct sunlight or strong
lighting . In that case , interrupt the sunlight or darken the lighting.

Remote control signals are not received .

Moisture may form on the air outlet grilles .

If the unit is operated for a long period of time with the high
humidity , moisture may form on the air outlet grilles and drip
down .
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WIRING DIAGRAMS
9000 BTU Indoor

9000 BTU Indoor

9000 BTU Outdoor

9000 BTU Outdoor



12000 BTU Indoor

12000 BTU Indoor

12000 BTU Outdoor

12000 BTU Outdoor



18000 BTU Indoor

18000 BTU Indoor

18000 BTU Outdoor

18000 BTU Outdoor



24000 BTU Indoor

24000 BTU Indoor

24000 BTU Outdoor

24000 BTU Outdoor



